
Substance gsm NF EN ISO 536 (+/-2,5%) 80 100 120 160 180 210 240 270
Thickness μm NF EN ISO 534 107 134 157 209 232 271 310 348
Bulk cm3/g NF EN ISO 534 (+/-0,5) 1.34 1.34 1.31 1.31 1.29 1.29 1.29 1.29
Bendtsen roughness ml/min ISO 8791-2 (+/-40) 150 180 180 180 180 180 180 180

Application

Trophée offers you an irreproachable print quality in copier, inkjet and laser.
Its homogenous structure guarantees jam-free running through copiers.

Information for printing

• Certified for professional dry toner systems (DIN / EN 12281)
• Recommended for all black and colour office printing technologies: laser with dry toner, solvent-free inkjet, solid wax ink
• Plain paper setting for inkjet printing

Mill certifications

• ISO 14001: Environmental management system
• ISO 9001: Quality management system
• ISO 50001: Energy management system

Indicative values. Errors and omissions excepted. Subject to change without notice. 
Revision date: 2022/07/19

Made in France

Product certificates and environmental information

• FSC®

Rich in a wide range of lightfast colours, Trophée guarantees an irreproachable paper 
quality. Thanks to its excellent opacity, duplex printing is perfect, with the assurance of 
faithful colour restitution. Its stiffness assures impeccable machine running behavior.
Its transparent and resealable wrapper means that both colour and the remaining 
quantity can be easily checked.
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