
TROPHEE

Strong points

Technical specifications

Substance g/m² 80 100 120 160 180 210 240 270 NF EN ISO 536

Thickness µm 107 133 158 210 233 270 310 360 NF EN ISO 534

Bulk cm3/g 1.34 1.33 1.32 1.31 1.29 1.29 1.29 1.33 NF EN ISO 534

Bendtsen roughness ml/min 150 180 180 180 180 180 180 400 ISO 8791-2

Absolute humidity %H20 5.0 5.0 5.5 5.5 6.0 6.0 6.0 6.5 NF EN ISO 20287

Relative humidity % In the air 38 38 42 42 45 45 45 50 Sword measurement

Certifications:      Paper      Mill

With Trophée freely express your desires, play the colour card !

With its wide and rich palette of colours, the Trophée range offers you the freedom to mix and match the most elegant 
colours with refinement.

Warm colours and cool colours are light resistant. Trophée guarantees an irreproachable paper quality.

Thanks to its excellent opacity, duplex printing is perfect, with the assurance of faithful colour restitution.
Its stiffness assures impeccable machine running behavior.

Its transparent and resealable wrapper means that both colour and the remaining quantity can be easily checked.
Trophée offers you an irreproachable print quality in copier, inkjet and laser.
Its homogenous structure guarantees jam-free running through copiers.
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