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EU TYPE-EXAMINATION CERTIFICATE
Regulation (EU) 2016/425, MODULE B
0598/PPE/23/3652 Issue 1
Product Safety Footwear

Model Low Shoe: AAK S1P LOW, Style No. SI210027A, 
Low Shoe: LOBI S1P LOW TLS, Style No. SI220065A, 
Low Shoe: ECOLOBI S1P LOW TLS, Style No. SI220073A, 
Low Shoe: MILOS S1P LOW, Style No. SI220066B, 
Ankle Boot: MILOS S1P MID, Style No. SI220064B

Trademark SAFETY JOGGER

Certificate Holder / 
Manufacturer

CORTINA NV
Meersbloem-Melden 42, B-9700 Oudenaarde, Belgium

Product complies with the applicable essential health and safety requirements of 
Regulation (EU) 2016/425 and standard(s) mentioned below

Standard(s) EN ISO 20345:2022 (Personal protective equipment – Safety footwear. Class 1 
footwear), with a performance category of S1, with additional applications: FO, HRO, 
PS & SR.

Validity This certificate is valid until 2028-08-22.

Date of  issue 2023-08-22

SGS Fimko Ltd
Signature

Mikko Hirvonen
Senior Specialist
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Additional information a) SAFETY JOGGER (logo) AAK S1P LOW, low shoe: Design A, style No. SI210027A, 
comprising of PU and polyester mesh upper and collar, composite toecap, composite 
insert plate, polyester mesh tongue, black needle cotton vamp lining, black polyester 
non-woven and polyester SJ BK mesh quarter lining, polyester SJ BK mesh heel area 
lining, black polyester SJ BK Mesh + SJ FOAM(PU) insock, phylon and black rubber 
sole, polyester lace-up closure, sewn with nylon thread, available in three colourways: 
GRY, DBL & BLU, in size range: EUR 35-48; 

b) SAFETY JOGGER (logo) LOBI S1P LOW TLS, low shoe: Design A, style No. 
SI220065A, comprising of PU and polyester mesh upper and tongue, composite 
toecap, composite insert plate, silver reflective PU collar, black needle cotton vamp 
lining, polyester non-woven and polyester SJ BK mesh quarter lining, polyester SJ BK 
mesh heel area lining, black polyester SJ BK Mesh + SJ FOAM(PU) insock, phylon and 
rubber sole, TLS lace lock system, sewn with nylon thread, available in three 
colourways: BLK, GRN & ORA, in size range: EUR 35-48;

c) SAFETY JOGGER (logo) ECOLOBI S1P LOW TLS, low shoe: Design A, style No. 
SI220073A, comprising of recycled polyester microfibre and recycled crinkled polyester 
mesh upper and tongue, composite toecap, composite insert plate, silver reflective PU 
collar, black needle cotton vamp lining, polyester non-woven and recycled polyester SJ 
BK mesh quarter lining, recycled polyester SJ BK mesh heel area lining, black 
polyester SJ BK Mesh + SJ FOAM(PU) insock, phylon and black rubber sole, TLS lace 
lock system, sewn with nylon thread, available in three colourways: BLK, KHA & BLU, 
in size range: EUR 35-48;

d) SAFETY JOGGER (logo) MILOS S1P LOW, low shoe: Design A, style No. 
SI220066B, comprising of black PU and black polyester mesh upper with silver PU 
pattern, composite toecap, composite insert plate, black satin polyester mesh collar 
and tongue, black needle cotton vamp lining, black needle cotton and polyester SJ BK 
mesh quarter lining, black polyester SJ BK mesh heel area lining, black polyester SJ 
BK Mesh + SJ FOAM(PU) insock, black phylon and black rubber sole, black polyester 
lace-up closure, sewn with black nylon thread, available in size range: EUR 35-48;

e) SAFETY JOGGER (logo) MILOS S1P MID, ankle boot: Design B, style No. 
SI220064B, comprising of PU and polyester mesh upper with silver PU pattern, 
composite toecap, composite insert plate, satin polyester mesh collar and tongue, 
black needle cotton vamp lining, black needle cotton and polyester SJ BK mesh quarter 
lining, polyester SJ BK mesh heel area lining, black polyester SJ BK Mesh + SJ 
FOAM(PU) insock, phylon and rubber sole, polyester lace-up closure, sewn with nylon 
thread, available in two colourways: BLK & RED, in size range: EUR 35-48.

Contract No: GSL-CERT230800111-01 / GB-202307004185.
 
Technical File: TF_AAK / LOBI / ECOLOBI / MILOS, Rev 0, Dated: 2023/07/25.

Detailed Characteristics:
Classification: Class I; Closure System: Lace Up, TLS lace lock system; 
Construction: Cemented; Last Reference: JAP; 
Mould Reference: M3172; Size Range: EUR 35-48.



Light

AAK S1P LOW S1 PS
AAKS1PLOW
Comfortable wide-fitting sneaker style
Light like space, strong like a rock. Our lightweight AAK S1P
safety sneakers are completely metal free, with a puncture-
resistant lightweight midsole and a composite toe cap. They
feature ESD, a slip-resistant rubber outsole and a breathable
upper. AAK S1P offers an extra wide fitting and is suitable for light
applications in dry environments.

Upper Synthetic, Textile
Lining Mesh
Footbed SJ foam footbed
Midsole Anti-puncture Textile
Outsole Phylon/Rubber
Toecap Composite
Category S1 PS / SR, ESD, FO, HRO
Size range EU 35-48 / UK 3.0-13.0 / US 3.0-13.5

JPN 21.5-31.5 / KOR 230-315
Sample
weight

0.490 kg

Norms ASTM F2413:2018
EN ISO 20345:2022

BLU

DBL GRY

Composite toecap
Metalfree and lightweight, no
thermal or electrical conductivity

Removable insole
Renew your insole at a regular
base or use your own orthopedic
insoles for a higher comfort.

Slip resistance (SR)
Replaces the previously used
term of SRA+SRB=SRC. SR
means the slip test has been
executed on tiles contaminated
with soap and with oil.

Puncture resistant lightweight
Metal free, super flexible and
ultralight puncture resistant
midsole. Covers 100% of the
bottom area of the last, no
thermal conductivity.

Rubber outsole
Rubber outsoles provide
versatile functions that make
them suitable for many areas
of application: excellent cut
resistance, heat and cold
resistance, high flexibility at cold
temperatures, resistance against
oil, fuel and many chemicals.



Industries:
Assembly, Automotive, Industry, Logistics

Environments:
Dry environment, Uneven surfaces

Maintenance instructions:
To extend the life of your shoes, we recommend to clean them regularly and to protect them with adequate products. Do not dry your shoes on a
radiator, nor nearby a heat source.

Description Measure unit Result EN ISO 20345

Upper Synthetic, Textile
Upper: permeability to water vapor mg/cm²/h 1.2 ≥ 0.8
Upper: water vapor coefficient mg/cm² 21 ≥ 15

Lining Mesh
Lining: permeability to water vapor mg/cm²/h 34.59 ≥ 2
Lining: water vapor coefficient mg/cm² 277 ≥ 20

Footbed SJ foam footbed
Footbed: abrasion resistance (dry/wet) (cycles) cycles Dry 25600

cycles/Wet
12800 cycles

25600/12800

Outsole Phylon/Rubber
Outsole abrasion resistance (volume loss) mm³ 119.4mm³(Density:1.3) ≤ 150
Basic Slip resistance - Ceramic + NaLS - Forward heel slip friction 0.48 ≥ 0.31
Basic Slip resistance - Ceramic + NaLS - Backward forepart slip friction 0.48 ≥ 0.36
SR Slip resistance - Ceramic + glycerin - Forward heel slip friction 0.36 ≥ 0.19
SR Slip resistance - Ceramic + glycerin - Backward forepart slip friction 0.36 ≥ 0.22
Antistatic value MegaOhm 650 0.1 - 1000
ESD value MegaOhm 75 0.1 - 100
Heel energy absorption J 25 ≥ 20

Toecap Composite
Impact resistance toecap (clearance after impact 100J) mm NA N/A
Compression resistance toecap (clearance after compression 10kN) mm NA N/A
Impact resistance toecap (clearance after impact 200J) mm 16.0 ≥ 14
Compression resistance toecap (clearance after compression 15kN) mm 22.0 ≥ 14

Sample size: 42

Our shoes are constantly evolving, the technical data above may change. All product names and brand Safety Jogger, are registered and may not be used or reproduced in
any format, without written consent from us.


