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APPLICATION 

Lanyard LD ø 11mm provides a connecting element between a fixed or mobile anchor points and the attachment point on the harness 

 
Technical characteristics 
The LD lanyard is made up of:  

A braided rope ø11mm made of polyamide of 6.6 tex 

Absorber lanyard 

- Length (L): 1.00m -1, 50 m – 1.75m - 2.00 m. 

- Buckled and stitched 

Description 
The LD lanyard is formed by:  

A braided rope made of rigid polyamide fibers, against the abrasion and the cut 

The LD lanyards can be supplied in stretched lengths of 1.00m -1.50 m - 1.75 m - 2.00 m.  

The LD lanyards can be equipped at their ends with the following connectors: M10- M11– M12 – M13 –M15 – M40 – M41 – M42 – 

M51 – M52 - M53 – M54 –M56 – M60. 

 

Norm: 
LD High Capacity Range 150 kg kernmantle lanyards can be used vertically and horizontally Conform to:  

 EN354 

 Capacity of 150 kg”. 

 

Code : 

 

 

Emballage Qty of Unit
Dimensions 

(L*l*H in mm)

Weight (Kg) incl. 

Packaging
GENCODE

Art N° Designation

Level 1 (smallest quantity unit)

33692 LD11 1-B-B SAC PU 1 130x110x160 0,21 3600230336923

78302 LD11 1-B-41 SAC PU 1 130x110x160 0,21 3600230783024

33672 LD11 1-C-C SAC PU 1 130x110x160 0,12 3600230336725

37762 LD11 1-10-10 SAC PU 1 130x110x160 0,51 3600230377629

76612 LD11 1-10-41 SAC PU 1 130x110x160 0,51 3600230766126

40202 LD11 1-10-51 SAC PU 1 250x110x160 0,83 3600230402024

40422 LD11 1-10-53 SAC PU 1 250x110x160 0,85 3600230404226

76642 LD11 1 -10-54 SAC PU 1 250x110x160 0,85 3600230766423

37792 LD11 1-41-41 SAC PU 1 130x110x160 0,71 3600230377926

31032 LD11 1-41-51 SAC PU 1 250x110x160 0,83 3600230310329

40452 LD11 1-41-53 SAC PU 1 250x110x160 0,95 3600230404523

68462 LD11 1,2-10-53 SAC PU 1 250x110x160 0,852 3600230684628

118500 LD11 1,3-10-53 SAC PU 1 250x110x160 0,86 3600231185001

121710 LD11 1,3-10-56 SAC PU 1 130x110x160 0,572 3600231217108

37752 LD11 1,5-B-B SAC PU 1 130x110x160 0,24 3600230377520

76722 LD11 1,5-B-10 SAC PU 1 130x110x160 0 3600230767222

76732 LD11 1,5-B-51 SAC PU 1 250x110x160 0 3600230767321

112690 LD11 1,5-B-53 SAC PU 1 250x110x160 0,717 3600231126905

40482 LD11 1,5-C-C SAC PU 1 130x110x160 0,27 3600230404820

76762 LD11 1,5-C-10 SAC PU 1 130x110x160 0,27 3600230767628

76772 LD11 1,5-C-51 SAC PU 1 250x110x160 0,27 3600230767727

37772 LD11 1,5-10-10 SAC PU 1 130x110x160 0,614 3600230377728

76792 LD11 1,5-10-11 SAC PU 1 130x110x160 0,614 3600230767925

76802 LD11 1,5-10-41 SAC PU 1 130x110x160 0,614 3600230768021

76812 LD11 1,5-10-42 SAC PU 1 130x110x160 0,614 3600230768120

40212 LD11 1,5-10-51 SAC PU 1 250x110x160 0,74 3600230402123

40432 LD11 1,5-10-53 SAC PU 1 250x110x160 0,89 3600230404325

76842 LD11 1,5-11-11 SAC PU 1 130x110x160 0,89 3600230768427

76852 LD11 1,5-11-53 SAC PU 1 250x110x160 0,89 3600230768526

37802 LD11 1,5-41-41 SAC PU 1 130x110x160 0,7 3600230378022

37822 LD11 1,5-41-51 SAC PU 1 250x110x160 0,93 3600230378220

40462 LD11 1,5-41-53 SAC PU 1 130x110x160 0,979 3600230404622

33702 LD11 2-B-B SAC PU 1 130x110x160 0,252 3600230337029

76912 LD11 2-B-41 (BOUCLE 200MM) SAC PU 1 130x110x160 0,252 3600230769127

33682 LD11 2-C-C SAC PU 1 130x110x160 0,262 3600230336824

37782 LD11 2-10-10 SAC PU 1 130x110x160 0,6 3600230377827

76942 LD11 2-10-41 SAC PU 1 130x110x160 0,6 3600230769424

76952 LD11 2-10-42 SAC PU 1 130x110x160 0,6 3600230769523

40222 LD11 2-10-51 SAC PU 1 250x110x160 0,8 3600230402222

76972 LD11 2-10-52 SAC PU 1 130x110x160 0,8 3600230769721

40442 LD11 2-10-53 SAC PU 1 250x110x160 0,92 3600230404424

37812 LD11 2-41-41 SAC PU 1 130x110x160 0,81 3600230378121

37832 LD11 2-41-51 SAC PU 1 250x110x160 0,95 3600230378329

40472 LD11 2-41-53 SAC PU 1 250x110x160 1,008 3600230404721

77022 LD11 2-42-42 SAC PU 1 130x110x160 1,008 3600230770222

77032 LD11 2-42-51 SAC PU 1 250x110x160 1,008 3600230770321
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