
Technical specifications

General specifications

Articel No. 5J.JKJ28.E30
EAN Code 471 8755 07693 0
Color Black
Supported platforms Windows, MAC, Chrome. Any operating system with support for HDMI® 1.4
Video outputs HDMI® 1.4 with HDCP
Output resolution 720x568, 1280x720 (720P), 1920x1080 (1080p)
Input resolution Up to 1920 x 1080
Simultaneous connections 32 pieces
Audio Stereo, 16 Bit, 48 kHz
Wireless IEEE 802.11ac, 5GHz, 2T2R, IEEE 802.11n, 2.4GHz, 2T2RIEEE 802.11ac, 5GHz, 2T2R, IEEE 802.11n, 2.4GHz, 2T2R
Wireless Data Rate Up to 867 + 300Mbps
Authentication protocol WPA2 (WPA2-PSK (Pre-Shared Key) / WPA2-Enterprise)
Security (encryption) WPA2 Personal (AES 128 bit)
Reach Max. 15m between InstaShow™ Button and InstaShow™ Host
Temperature range Business: 0 °C up to +40 °C (+32 °F up to +104 °F)   I   Storage: -10 °C up to +60 °C (+14 °F up to +140 °F)
Humidity Business: 5% up to 90% relative humidity, non-condensing

Storage: 10% up to 80% relative humidity, non-condensing
Warranty and Service 3 years on-site exchange service

FEATURE HIGHLIGHTS

Delivery

InstaShow™ Button x2
Cradle x1
USB power cable x1 (80cm)
USB extension cable x1 (15cm)
Quick Start Guide x1
Safety instructions x1

InstaShow™ Button

Cable USB Typ A, HDMI®-cable
Power supply DC 5 V ±10%, 0,9 A
Reset Button  1x
Power consumption Normal: 4,5W
Dimensions (W x H x D) 81 x 291 x 24,2 mm
Weight 75g

InstaShow™ Cradle

Dimensions (W x H x D) 100,4 x 92,6 x 152 mm
Weight 550 g
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•   PLUG-AND-PLAY

• SPIT SCREEN PRESENTATION (UP TO 4 USERS)

• VIDEO AND AUDIO SUPPORT

• NO SOFTWARE INSTALLATION

• WIRELESS 802 .11AC/N 

• „TOUCH-BACK“ FEATURE


