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EC Type-Examination Certificate  

This is to certify that: JSP Limited
Worsham Mill
Minster Lovell
Whitney
Oxford
OX29 0TA
United Kingdom

Holds Certificate Number: CE 01203

In respect of:
Industrial bump caps to EN 812:1997 and EN 812:2012
Models: Bourton, Top Cap and HardCap A1.
 

On the basis of our examination, under the requirements of Council Directive 89/686/EEC "Personal Protective
Equipment" Article 10, EC Type-Examination.

For and on behalf of BSI,
a Notified Body for the above Directive
(Notified Body Number 0086):
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Gary Fenton, Global Assurance Director
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Product Details

Product types: Industrial bump caps.

Models: Bourton, Top Cap and HardCap A1 industrial bump caps.

Technical Specifications: Harmonized European Standards EN 812:1995 and EN 812:2012.

EN 812 classifications: Mandatory requirements only (no options).

The Bourton assessments were based on BS EN 812:1998, the English language version of
EN 812:1997, industrial bump caps, the Top Cap assessments were based on the version of the Standard
that incorporated Amendment No. 1 and the HardCap A1 assessments were based on BS EN 812:2012,
the English language version of EN 812:2012.

Bourton

Shell: Injection moulded high density polyethylene.

Fit/shock absorption system: Harness assembly.

Harness assembly details:-

Cradle section: Low density polyethylene ‘star’ type or textile webbing type.

Headband/nape strap section: Low density polyethylene.

Headband/nape strap adjustment: Slip ratchet system for ‘star’ cradle variant.

Slip ratchet or wheel ratchet system for webbing cradle variant.

Additional items: Foam backed brushed nylon sweatbands.

Size range: 52-61 cm.
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Top Cap

The product is a cotton baseball style of cap having an HDPE inner shell that is fitted with a foam
impact/comfort pad.

Size range: 52-61 cm.

Size adjustment: Nape strap with hook and loop type fastener.

HardCap A1

The product is a cotton/polyester baseball style of cap having an HDPE inner shell fitted with a foam
impact/comfort pad.

Size range: 53-63 cm.

Size adjustment: Elastic nape strap with plastics clamp action buckle.

Certification Administration Details:

Technical File References

Bourton:    ABA-010-000-100 Top Cap:   ABG-000-000-100 HardCap A1:   ABR-000-000-500

Certificate Amendment Record including BSI Internal Report related to this Certificate Issue:
(Record added at the 9 March 2006 issue of Certificate):

Issue date Comments BSI Internal Report

9 March 2006 Model Bourton:  Technical File updated to remove reference to the Kitemark.
Model Top Cap:  Technical File updated to reference Amendment No 1 of
EN 812.

0086:06:1737
0086:06:1738

6 May 2008 Model HardCap A1 added. 0086:7175920

Latest Issue Harmonized Standard reference updated for the model HardCap A1. 0086:7959919

Certificate validity:
The Certificate holder is responsible for ensuring that the Notified Body is advised of changes to any aspect of the overall
processes utilised in the manufacture of the product, failure to do so could invalidate the Certificate in respect of product
manufactured following the introduction of such changes.


