
Product IDs
NART Brand Subbrand Productdescription NART
(max. 100 characters)Producttext Short
(max. 160 characters)Producttext Medium
(max. 600 characters) Producttext Long
(max. 3600 characters)Keywords
(max. 2000 characters)

PACKAGINGMASTERID_STBRAND-FA BNRSUFFIXNARTSHORTC_EXTERNAL_SHORTDESCC_EXTERNAL_MEDIUMDESC C_EXTERNAL_LONGDESCC_EXTERNAL_KEYWORDS

text text text text text text text text

59100 tesa® 

Roller

ecoLogo® 

Colla 

Permanent

e

La colla in roller permanente tesa® - il sistema 

moderno per incollaggi puliti e di lunga durata.

Texts



Product features
(max. 2000 characters) Color Variant Adhesive strengthAge-resistantApplication temperatureArea of use Backing materialResistance to chemicalsEcofriendly packagingHand tearable

MAINFEATURES_CONS COLORS DIMENSIONSC_ADHESIVE_STRENGTHC_AGE_RESISTANTC_APPLICATION_TEMPC_AREA_USEC_BACKING_MATERIALC_CHEMICAL_RESISTANTC_ECOFRIENDLY_PACKAGINGC_HAND_TEARABLE

text text text text text text text (multiple)text text text text

* Adesione extra-forte* Fissaggio pulito, 

veloce e permanente* Incolla carta, cartone 

e foto* La colla rossiccia mostra dove viene 

applicato l'adesivo* Supporto resistente allo 

strappo (PET)* Senza solventi* 81% di 

plastica riciclata, (senza il nastro), 61% il 

refill* Confezione: cartone riciclato, blister 

senza PVC

No Si

Texts Product Attributes (textual)



Hook shapeHumidity resistantMaterial Number of hooksOil- and grease-resistantOzone resistantPhotocopy neutralRecyclable Refillable Residue-free removalReusable Reusable with stripSolvent freeSuitable surfaces

C_HOOK_SHAPEC_HUMIDITY_RESISTANTC_MATERIALC_NUMBER_HOOKSC_OIL_GREASE_RESISTANTC_OZONE_RESISTANTC_PHOTOCOPY_NEUTRALC_RECYCLABLEC_REFILLABLEC_RESIDUE_FREE_REMOVALC_REUSABLEC_REUSABLE_WITH_STRIPC_SOLVENT_FREEC_SURFACES

text text text text text text text text text text text text text text (multiple)

No PS 

riciclato

Si Si No Si Cartone; 

Vetro; 

Metallo; La 

maggior 

parte delle 

plastiche; 

Carta; 

Acciaio; 

Pietra; 

Piastrelle

Product Attributes (textual)



Tear resistantTemperature resistantTransparencyType of adhesiveC_type_of_tapeUV-resistantWaterproof Water resistanteClass 4.1 eClass 5.1 eClass 6.2 eClass 7.1

C_TEAR_RESISTANCEC_TEMPERATURE_RESISTANTC_TRANSPARENCYC_TYPE_OF_ADHESIVEC_TYPE_OF_TAPEC_UV_RESISTANTC_WATERPROOFC_WATER_RESISTANTECLASS_4_1 ECLASS_5_1 ECLASS_6_2 ECLASS_7_1

text text text text text text text text string string string string

acrilico 24230119 24230119 24230119 24230119

Product Attributes (textual) Product Attributes (numeric)



eClass 8.1 Electrical power protection up toHolding power of hook up toOpen & Closable up toRecycled contentTemperature resistance fromTemperature resistance up toTensibility Tensile strengthTotal thicknessUnwind force

ECLASS_8_1 C_ELECTR_POWER_PROTECTION_MAXC_HOLDING_POWER_HOOKC_OPEN_CLOSEC_RECYCLED_CONTENTC_TEMPERATURE_RES_FROMC_TEMPERATURE_RES_TOC_TENSIBILITYC_TENSILE_STRENGTHC_TOTAL_THICKNESSC_UNWINDING_FORCE

string numeric (volt) numeric (kg) numeric numeric (%) numeric (°C) numeric (°C) numeric (%) numeric (N/cm)numeric (µm) numeric (N/cm)

24230119  0,0 volt  0,0 kg  0,0  0,0 %  0,0 °C  0,0 °C  0,0 %  0,0 N/cm  0,0 µm  0,0 N/cm

Product Attributes (numeric)



C_UNWINDING_FORCE

numeric (N/cm)


