
Product description

Logistics data
Product:

Every Pocket Mouse® correction tape undergoes over 40 quality inspections during the manufacturing process, from individual parts to the finished 
product.

-  REACH / EC No 1907/2006 - ISO 14001 certified plant - Length: 90 mm
- Width: 16 mm
- Height: 45 mm

- Box x 10- Passed CSR audits- European Directive 94/62/EC
- Eco-designed packaging: optimised shape, weight, and 
materials
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Packaging:

Manufacturing process and controls

Compliance with standards and regulations Environment and social responsibility
Environment:

- Passed CSR audits

Social responsibility:

Product:

Packaging:

Polyester tape
(PET)
Highly durable 
Length : 10 m
Width : 4,2 mm

Polypropylene 
(PP) applicator
Vertical guides firmly hold tape in place.
Clean and accurate application.

Front-dispensing corrector. Tape protected with a cap. Tape length: 10 m, narrow width: 4.2 mm. Invisible on photocopies and scans. 
Instant clean and accurate corrections. Rewrite immediately. Excellent coverage. Suitable for both left and right-handed users.

Protection cap 
(POM)
Protects the tape.

Clear polystyrene
(GPPS) case 

Withstands drops.

Grip zone 
For precise application.

Tension screw 
The tape can be manually rewound for

seamless dispensing.

Undeniably the standard in correcting


