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TECHNICAL SPECIFICATION

FREQUENCY RANGE

245.0000 - 245.9875 MHz.

TEMPERATURE RANGE

-10 OC to 60 OC

FREQUENCY COMBINATION

PHASE LOCK LOOP FREQUENCY SYNTHESIZE

RATED VOTAGE

DC 7.4 V (Li-ion BATTERY)

CHANNEL SPACING

12.5 KHz.

STORED CHANNELS

199 CHANNEL

ANTENNA

RUBBER ANTENNA

ANTENNA IMPEDANCE

50 Ohm

OPERATION MODE

SIMPLE X FO CO FREQUENCY OR ALIEN FREQUENCY

DIMENSION 110 X 60 X 36 mm.
WEIGHT 220g.
OUTPUT POWER HI:5W. / LO:1W.

1 MODULE MODE

F3E

MAXIMUM FREQUENCY OFFSET

< 2.5 KHz.

AUDIO DISTORTION

<3%

MODULATION CHARACTER

+3 dB. to -3 dB.

ADJACENT CHANNEL POWER > 60 dB.
SPURIOUS RADIATION <7.5W.
.~ [occuPIED BANDWIDTH <16 KHz.
RADIATION <60 dB.
* [PRE-EMPHASIS CHARACTER EVERY OCTAVE

TRANSMIT CURRENT

SENSITIVITY

HI: <1500 mA./LO : 800 mA.

<0.20 uV (12dB. SINAD)

SQUELCH SENSITIVITY

<0.20 uV (12dB. SINAD)

AUDIO DISTORTION

<3%

-~ | AUDIO REPONE

+2dB. to -10dB.

ADJACENT CHANNEL SENSITIVITY > 60 dB.
SPURIOUS REPONE >60 dB.
INTERMODULATION ANTIJAMMING 50 dB.
AUDIO POWER 500 MW.
RECEIVE CURRENT <250 MA
20MA.
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